
Product Data Sheet

Castrol Rock Drill Range
Rock Drill Oils

Description
Castrol Rock Drill™ Oils consist of selected mineral oils specially compounded with lubricity fortifiers, corrosions
inhibitors, emulsifiers and tackiness additives.

Application
Mining, quarrying, constructions, roadworks, tunneling and excavations.
 
Castrol Rock Drill Oils are recommended for the following well-known companies including Gardner-Denver, Atlas Copco
and SIG.
 
However the correct grade should be selected against specific equipment and for local operating conditions.  Most
manufacturers include selection charts in their handbooks to assist in the selection of the correct grade.

Advantages
Design features and benefits of the Castrol range of high quality rock drill oils include:
 

High film strength.
Reduced friction.
Ability to absorb excess water and form a mayonnaise-type lubricant when 'wet air' or wet drilling attachments are
present.
Provide a suitable seal between piston and cylinder.
Reduced wear.
Helps maintain maximum percussion efficiency.
Preferentially adhere to metal surfaces and resist blow-off.
Improved protection wear against wear caused by poor lubrication.
Helps maintain operating speed.
Reduced wear, allows operation in conditions of high or low temperatures.

Typical Characteristics

Name Method Units Rock Drill 150 Rock Drill 320

ISO Viscosity Grade - - 150 320

Relative Density at 20°C g/ml ISO 12185, ASTM D4052 0.892 0.9013

Kinematic Viscosity at 40°C mm²/s ISO 3104, ASTM D445 155 352

Phosphorus % wt % wt ASTM D4927 0.030 0.030

Appearance Visual - Clear and Bright Clear and Bright

Colour - ASTM D1500 4 6

The above data is typical and does not constitute a specification.
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Storage
All packages should be stored under cover. Where outside storage is unavoidable drums should be laid horizontally to
avoid the possible ingress of water and damage to drum markings. Products should not be stored above 60°C, exposed
to hot sun or freezing condition
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This data sheet and the information it contains is believed to be accurate as of the date of printing. However, no warranty or representation, express or implied, is
made as to its accuracy or completeness. Data provided is based on standard tests under laboratory conditions and is given as a guide only. Users are advised
to ensure that they refer to the latest version of this data sheet. It is the responsibility of the user to evaluate and use products safely, to assess suitability for the
intended application and to comply with all applicable laws and regulations. Material Safety Data Sheets are available for all our products and should be
consulted for appropriate information regarding storage, safe handling, and disposal of the product. No responsibility is taken by either BP plc or its subsidiaries
for any damage or injury resulting from abnormal use of the material, from any failure to adhere to recommendations, or from hazards inherent in the nature of the
material. All products, services and information supplied are provided under our standard conditions of sale. You should consult our local representative if you
require any further information.

10 Junction Avenue , Parktown , Johannesburg , 2193 , South Africa
+27 11 488 5111, 0860 222 166 (SA), 0800 111 551 (SA)
www.castrol.co.za
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